Options

Output Language: Python
Generate Options: No GUI

Run Options: Run to Completion

dus

Socket PDU
Type: TCP Server
Host:

Port: 52001
MTU: 10k
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. . Impl_head: True
Whitening “ Has_crc: True

Cr:3

Modulate
Sf: 9
Samp_rate: 1M
Bw: 250k

Variable Variable Variable Variable Variable Variable Variable Variable Variable
Id: samp_rate Id: bw Id: sf Id: impl_head Id: cr Id: has_crc Id: TX gain Id: frame_period Id: n_frame
Value: 250k Value: 250k Value: 9 Value: True Value: 3 Value: True Value: 20 Value: 1k Value: 2k
Variable Variable Add crc Hamming enc Interleaver S G e
Id: ter f Id: I Cr:3 Cr:3
Value: 433.2M Value: 27 — Sf: 9 Sf: 9
Add header

Icommand

Soapy Sink
Device Type: hackrf
Args:
Sampling Rate: 1M
Length tag name: frame_len
ChO: Center Freq (Hz): 433.2M
ChO: VGA Gain Value: 10
ChO: AMP Gain Value: 0

QT GUI Frequency Sink
FFT Size: 1.024k
Center Frequency (Hz): 433.2M
Bandwidth (Hz): 250k

QT GUI Waterfall Sink
FFT Size: 1.024k
Center Frequency (Hz): 433.2M
Bandwidth (Hz): 250k




